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Technical Drawing

Standard Features
• Frame construction
• Adjustable sloping shelves – 4 shelves
• LED lights on all shelves
• Mirror on top and back of shelves
• Power light switch
• Gold colour aluminium profiles
• Granite counter top
• Sliding doors bottom storage cabinet

• Variety of custom colours
• Internal frame painted silver or gold
• Possibility of multiplexing

Options

Dimensions

Voltage

BREAD & PASTRY WALL UNIT
NON-REFRIGERATED 
DISPLAY CASE

Storage Cabinet
BDWUP 

• BDWUP27~47 : 115V / 1ph / 60 Hz / 3A, max. fuse: 15A
• BDWUP51~98 : 115V / 1ph / 60 Hz / 4A, max. fuse: 15A

Aluminum profiles colors

AL 01 AL 02

Wood melamine

ML06

ML11

ML16 ML17 ML18 ML19 ML20

ML21 ML22 ML23

ML12 ML13 ML14 ML15

ML07 ML08 ML09 ML10

ML01 ML02 ML03 ML04 ML05

Granite colors

GR 01 GR 02 GR 03

BDWUP98 

BDWUP27
BDWUP31
BDWUP35
BDWUP39
BDWUP43
BDWUP47
BDWUP51
BDWUP55
BDWUP59
BDWUP63
BDWUP67
BDWUP71
BDWUP74
BDWUP78
BDWUP82
BDWUP86
BDWUP90
BDWUP94
BDWUP98

Model Dimension W x D x H Weight  (lbs / kg)
27 1/2” x 25“ x 92 1/2”
31 1/2” x 25“ x 92 1/2”
35 1/2” x 25“ x 92 1/2”

185 / 84
212 / 96
238 /108

39 1/2” x 25“ x 92 1/2”
43 1/2” x 25“ x 92 1/2”
47 1/4” x 25“ x 92 1/2”

265 / 120
291 / 132
318 / 144

51 1/4” x 25“ x 92 1/2”
55 1/4” x 25“ x 92 1/2”

59” x 25“ x 92 1/2”

344 / 156
370 / 168
397 / 180

63” x 25“ x 92 1/2”
67” x 25“ x 92 1/2”
71” x 25“ x 92 1/2”

423 / 192
450 / 204
476 / 216

74 3/4” x 25“ x 92 1/2”
78 3/4” x 25“ x 92 1/2”
82 3/4” x 25“ x 92 1/2”

503 / 228
520 / 236
538 / 244

86 3/4” x 25“ x 92 1/2”
90 1/2” x 25“ x 92 1/2”
94 1/2” x 25“ x 92 1/2”

556 / 252
573 / 260
591 / 268

98 1/2” x 25“ x 92 1/2” 608 / 276

124 Norfinch Drive, Toronto, ON. M3N 1X1    Tel: 416-663-3051    Toll Free: 1-888-408-8819    Fax : 416-663-5793   

www.igloorefrigeration.com

 REFRIGERATION LTD
PASTRY CASES

* Specifications are subject to change without notice.

**All measurements are approximates.

***All equipment designed to operate in controlled environment below 75°F (+24°C) temperature and HR 55% relative humidity.


